INSUSTOP – 1
High quality waterproofing liquid for concrete & mortar
Description

INSUSTOP - 1 high quality liquid substance added to the mortar, to block the bore &
capillaries in concrete & mortar
Storage and Shelf-life
FORM:

Technical data

liquid

COLOUR:

yellowish white liquid

Density:

1.050 +- 0.05 kg / L

Shelf-life is 21 months from date of
production in sealed and undamaged
original containers, in areas protected
from direct sunlight and frost.
Any inadequate storage procedure
can lead to unexpected failure of the
product or of the packaging.

INSUSTOP - 1 is used for:


Applications



Bricks and concrete exposed to water pressure and
moisture internally and externally.
Insulate water tanks, basements and concrete roofs
exposed to water pressure.

Packaging
INSUSTOP - 1 is supplied in






Directions for
use

Pails of 1 kg.
Pails of 5 kg.
Pails of 20 Kg.
Drums of 200 kg.

 The surface must be clean & free from dust, grease, oils and other contaminants completely.
 Prepare & clean all surfaces by suitable Mechanical means such as (abrasive blast cleaning) or
equivalent to ensure surfaces smoothing.
 Concrete surfaces must be 100% roughened.
 Pre-wet the surface before the application.
 Dilute 1L of INSUSTOP - 1 with 10L of water, with flipping.
 Add INSUSTOP - 1 to the cement mortar with flipping about 3 minutes by mechanical mixer; until the
desired application homogenous consistency can be obtained.
 In the case of using of INSUSTOP - 1 in the waterproofing mortar, the usage rate is 2.25 kg / 50 kg cement bag.
 Apply by metal trowel.
 It is recommended to coat from 2 to 4 layers of INSUSTOP - 1, depending on the water pressure and the
type of structure.
 In the case of using diluted INSUSTOP - 1 to resist moisture, INSUSTOP - 1 is added to cement mortar by
1: 1 as a first coat and then the second coat is coated in 4-5 hours after the dry of the first coat
 Then add the third coat of diluted INSUSTOP 1
 (The ratio between diluted INSUSTOP 1 & cement mortar is 2.5:1, depending on the surface conditions).
 Clean all tools and application equipment with water immediately after use.

INSUSTOP - 1:
 Good adhesion to various structural surfaces.

Advantages

Safety
Instructions






Easy to use and apply.
Waterproofing and moisture.
Chemical resistance.
Free of chlorides, to protect the reinforce iron from abrasion.
Nontoxic.




Neither hazardous nor toxic.
Any splashes to the skin should be washed immediately with cold water and soap.
Residues of material must be removed according to local regulations.


INSUSTOP - 1:


Contact the technical office for more information
INSUMAT CO. Factories: Tamouh - Giza km 41 Upper Egypt Road.
Tel: )707(83427343 - )707(83427743 - Fax: (707(83427943
www.insumat.com

