
 

 
 

 

 

 

 

 
 

 

Waterproofing concrete admixture       

Description 
INSUPROOF W is a liquid admixture for concrete. It acts as a waterproofing agent and high 
efficient plasticizer. 
It complies with ASTM C 494 as type A. 

Technical data 

 
 

 Base:                                  modified lignosulphonate 

 Color:                                           brown       

 Specific gravity  (at 20°C):  1.090 ± 0.005 kg/lit 

 Chloride content:                chloride free 

 Nitrate content:                   nitrate free 

Storage and Shelf-life 

Shelf-life is12 months from date of 
production in sealed and undamaged original 
containers, in areas protected from direct 
sunlight and frost. 
Any inadequate storage procedure can lead 
to unexpected failure of the 
Product or of the packaging. 

 

Applications 

INSUPROOF  W  is suitable for any concrete element that is 

constantly or temporarily in contact with water, such as: 
 Foundations. 

 Basements. 

 Water tanks. 

 Tunnels.  

 Canals. 

 Dams. 

 Sewage and waste water treatment tanks. 

 Swimming pools. 
 

               Packaging 

INSUPROOF W    is supplied in : 
 Pails of 20 kg. 

 Drums of 220 Kg. 

 Bulk tanks available upon request. 

 

Directions for 
use 

INSPROOF  W  should be added: 
 To the gauging water of the concrete mix. 

 To the ready-mixed concrete at site, just before discharge. In this case, the concrete truck mixer should rotate 
additionally for 3 minutes, to achieve uniform dispersion of the admixture into the concrete mass. 
 

Advantages 

INSUPROOF W: 
 

 More than 5% water reduction. 

 Significantly increases water impermeability, against either 
water pressure or capillary absorption. 

 Improves workability without increased water content and 
allows easier compaction of concrete. 

 Reduces shrinkage. 

 Improves the strengths. 

 Has no air entraining action. 

 Is free of chlorides and other corrosive ingredients. 

 Is compatible with all types of Portland cement, including 
S.R.C. 

  Dosage 

 0.5 kg per 100 kg of cement. 

 It is always advised to carry out trial mixes, 
since the exact dosage rates depend on many 
factors such as required slump, quality of 
cement, aggregates, water/cement ratio, 
ambient temperature, etc. 

Safety 
Instructions  

 
INSUPROOF W: 
 Neither hazardous nor toxic. 

 Any splashes to the skin should be washed immediately with 
     Cold water and soap. 

 Residues of material must be removed according to local regulations. 
 

   Important notes 

 An excessive dosage may cause 
retardation of setting time, without 
affecting negatively the final strength of 
concrete 

 Never add INSUPROOF W to dry cement 
or dry aggregates. 

Contact the technical office for more information 
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