
 

 
 

 

 

 

 

 

Cementitious admixture for mortar, to prevent  

Shrinkage & Increase fluidity 

Description 

Is Cementitious admixture to the mortar; for producing grout features such as preventing shrinkage 
 And increasing fluidity without segregation. 

Technical data 

FORM:                          powder 

COLOUR:                     yellow 

USAGE RATE  :          1Kg/ 50 Kg cement 

     Storage and Shelf-life 

Shelf-life is 21 months from date of production in 
sealed and undamaged original containers, in 

 Areas protected from direct sunlight and frost. 
Any inadequate storage procedure can lead to 
unexpected failure of the product or of the 
packaging. 

Applications 

 Mortar to fill the spaces below the iron pillars in the metal 
structures. 

 Work of pipe paths. 

 Tunnel lining. 

 Filling the spaces and cracks around the tensile cables in pre-
stressed concrete works. 

  Injection under the bearing plates of the metal structures. 

 Rock and soil anchoring 

Packaging 
Is supplied in: 

 Bag of  1 kg  
 

Directions for 
use 

 The surface must be clean & free from dust, grease, laitance, oil and other loose particles. 

 Prepare & clean all surfaces by suitable Mechanical means such as (abrasive blast cleaning) or equivalent 
 to ensure surfaces smoothing. 

 Add INSU-GR-PLAST to the dry cement mortar then add water gradually with flipping by mechanical or 
 hand mixer; until the desired application homogenous consistency can be obtained.( using rate is  
1Kg/ 50Kg cement) 

  Sand can be added as required to obtain a non-shrinkage mortar & self-fluidity grout. 

  In case of pre-stressed concrete, the mortar is poured mechanically & it must be mixed for 4 minutes. 

  It is preferable to fill or inject cement mortar which contain INSU-GR-PLAST immediately after mixing. 

 It is not recommended to use with cement containing a high amount of silica fume. 

 Clean all tools and application equipment with water immediately after use. 

Advantages 

 Improving the fluidity and smooth of cement mortar. 

 Increasing the strength of adhesion and cohesion. 

 High resistance against Frost. 
 Non Shrinkage cements mortar even after drying. 

 Free from chlorides or any other component which cause abrasion. 

Safety 
Instructions  

 Neither hazardous nor toxic. 

 Any splashes to the skin should be washed immediately with cold water and soap. 

 Residues of material must be removed according to local regulations. 

Contact the technical office for more information 

                        
                                                       INSUMAT CO.     Factories: Tamouh - Giza km 41 Upper Egypt Road.  
                                                        Tel:      83427343(707)   - 83427743(707)   - Fax: ( 83427943(707  

www.insumat.com 
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