INSUTILE GROUT
Cementitious powder Filler, for Ceramic, Tile & Porcelain joints
smooth cement base filler, modified with polymer compound & water proofing components used to fill tile,

Description

Technical data

Applications

Directions for
use

ceramic & porcelain joints. Available in white & other colors upon request
FORM:
COLOUR:
COVERAGE RATE :

Packaging






Interior & exterior places.
Kitchens and bathrooms.
Filling the joints of tiles ceramic & porcelain.
Walls & floors.



Ceramic, tile or porcelain, should be firmly fixed using INSUFIX ceramic adhesive, the surface must be clean before
applying INSUTILE GROUT.
Joints must be clean
Pre-wetting the surface before applying.
Add 2.5 /1 L of water per 5 kg bag.
It is recommended to use a slow-speed pinion equipped with a mixing agitator suitable for flipping.
Mix INSUTILE GROUT in a clean container & the recommended amount of water with flipping by mechanical mixer,
until the desired application homogenous consistency can be obtained, then leave it about 3 minutes before applying.
Apply the mixture INSUTILEGROUT to the joints between tiles, ceramic & Porcelain, using a sponge, or small piece
of soft cloth.
The rest of INSUTILEGROUT should be removed from the surface of tiles, ceramics or porcelain using a small piece of
soft cloth.
The surfaces of the substance should be perfectly flat either with the fingertips, with wearing gloves or use flattens
tools.
Clean all tools and application equipment with water immediately after use.











Safety
Instructions

Storage and Shelf-life
Shelf-life is 21 months from date of production in
sealed and undamaged original containers, in
Areas protected from direct sunlight and frost.
Any inadequate storage procedure can lead to unexpected
failure of the product or of the packaging.



Advantages

Powder
white & other colors upon request
052g / m0 (approximately)

Is supplied in:
 Bag of 5kg
 Bag of 15kg









Water proofing.
High resistance for temperature in different climatic conditions.
Suitable for Indoor & outdoor applications.
Easy to apply, only water is required.
Available in different colors upon request.
Cohesive strength & stable colors.





Neither hazardous nor toxic.
Any splashes to the skin should be washed immediately with cold water and soap.
Residues of material must be removed according to local regulations.

Contact the technical office for more information
INSUMAT CO. Factories: Tamouh - Giza km 41 Upper Egypt Road.
Tel: )707(83427343 - )707(83427743 - Fax: (707(83427943
www.insumat.com

